
EcoFinish Coatings
Our Guide to



EcoFinish® transforms your old, worn �berglass and concrete pool surfaces to like new 
condition that is long-lasting. This designer �nish is available in a wide range of colours, 
making it highly versatile. Its scienti�cally-formulated aquatic coating provides a chip, 
peel, crack, and stain resistant seal that traditional gel-coat and paint �nishes can’t 
deliver. Essentially, it’s the wave of the future. And an added bonus — it’s quick and 
easy to install.

What is EcoFinish?



The High Output Vortex System allows installers to apply the coatings at a fast pace. 
Designed for use on concrete pools and large commercial projects, a typical crew can 
easily install at a high output rate of up to 700 square feet per hour coat. A standard size 
pool can be coated within a day.  
ecoFINISH’s thermal plastic coatings are applied pneumatically. The raw material is a 
dry powder that is propelled through a pneumatic applicator and heated onto the 
substrate. The material dries as it cools, almost instantaneously!  
 
The thermal spray applicator was speci�cally designed to produce a polymeric coating 
using our aquaBRIGHT™ and polyFIBRO® powders. The coatings are easily applied 
with our proven installation methods, and the end result is a smooth durable �nish that 
will last for many years to come.  
 

The Installation



AquaBright is stain and crack resistant and will outlast traditional paint or plaster 
�nishes for years to come. Because AquaBright is a non-porous, pH-neutral �nish, there 
is no need for costly harsh chemicals at start-up. In addition, AquaBright's large colour 
pallet to choose from is UV fade-resistant. 
 
AquaBright is environmentally friendly because there is little to no waste and less of an 
environmental impact. Mining, transportation, and other wastes associated with 
plaster and paint �nishes are now a thing of the past. 
 

AquaBright™

It will not “mottle” 
or fade in large 
blotchy clouds.

AquaBright greatly 
reduces chemical 
usage.

It can be cleaned 
with little or no 
impact to surface.



AquaBright™ Swatches

Blue GraniteBlue Lagoon

Blue Mist Kona Coast

Grey Reef French Grey



AquaBright™ Swatches

Midnight BlueMediterranean Blue

Perle Noir Sahara Sand



polyFIBRO® is a scienti�cally formulated aquatic coating devised to tackle the issues 
of traditional gel-coat �nishes. The thermo- polymer coating is long lasting and does 
not chip, peel, or crack like traditional gel-coat and paint �nishes. Also, the variety of 
colors and custom colors create a high-end appearance and is easier to apply than gel-
coatings. polyFIBRO® is the line of aquatic coatings for �berglass pools that will 
transform your pool or spa into a high end, super low maintenance focal point. 
 

PolyFibro™

Will not blister like traditional 
gel and paint coatings

No waiting: Fill your pool 
immediately after!

It can withstand the movement of 
the �berglass pool shell (�exible)

polyFIBRO® is easily repairable 
unlike existing coatings.



PolyFibro™ Swatches

Ice Ice Bay BaySantorini

Marrakesh Cabo Verde

Pacific Blue Black Absinthe



PolyFibro™ Swatches

Giallo VersiliaSandstone

Multi-Surface Coatings
 
In one easy step, our product perfectly covered a concrete pool with �berglass steps. In 
the past, concrete pools did not come with steps, only a ladder was installed to get in 
and out of the pool. With �berglass, concrete pools can now have steps installed. Both 
AquaBright and polyFIBRO® can be applied on top of both substrates to provide a 
seamless �nish.

Before After



Our product is versatile in renovating almost any pool type because it can coat multiple 
surfaces, which means that it solves a variety of problems that may arise with other 
aquatic �nishes. It can even cover tile.  
 
Waterslide surfaces can get worn easily, but coating the surface with AquaBright is an 
easy solution for a smooth and beautiful looking �nish. 
 
 

Custom Applications

Before After

Before After



ecoFXTM stencils o�er a full line of pool and depth markers in a variety of sizes to 
improve pool and spa safety and can be used easily with aquaBRIGHTTM, 
polyFIBRO®, or ecoDUSTRIALTM. With ecoFXTM, custom stencils can also be 
created so that you can easily incorporate your logos, custom designs, decorative 
borders, and more right on the surface of the substrate. Custom made stencils provide 
the ability to add personalization and uniqueness to any new pool or renovation.

Custom Stencils & Depth Markers



 
aquaticLIFETM Coatings are the only aquatic coatings that comply with NSF / ANSI 
61 Drinking Water System Components - Health E�ects. Our coatings virtually 
eliminate all of the problems of traditional cementitious, �berglass, and painted 
surfaces. They can be applied to new or remodeled aquatic surfaces to provide a 
beautiful, long-lasting �nish that will not mottle, chalk, peel, or blister. They are 
available in a variety of di�erent colors, and all are chemical, stain, and fade resistant. 
Your facilities will love the look and feel, the easy care, and the lower chemical usage. 
Many of our colors can be used for a variety of di�erent ways giving your pool a natural 
look. 
For example: Sahara Sand, Sandy Beach, and Sandstone can be used to give you that 
beach feel.

AquaticLife



Commercial Applications

FiberglassConcrete

Steel Water Parks

Negative Edge Sun Shelf

Aquarium Zoos



 
NSF/ANSI Standard 61-Drinking Water System Component 
This classi�cation includes testing products to ensure they do not leach contaminants 
into the water that could create an adverse human health a�ect. 
Bene�ts of IAPMO R&T Classi�cation for NSF/ANSI Standard 61 
The IAPMO R&T NSF/ANSI Standard Classi�cation provides your Commercial and 
Residential Swimming Pool customers, as well as Industrial customers with the 
assurance and a mark of distinction that the coatings are drinking-water safe.

Drinking Water Safe



QUV accelerated weather testing reproduces 
the damaging e�ects of UV sunlight and 
moisture on polymer coatings in a 
laboratory environment. The test accelerates 
the damage that would normally occur over 
the span of years to that of only days or 
weeks in the high-intensity chamber. Using 
standard ASTM testing methods, samples 
placed in the QUV testing chamber are 
bombarded with sunlight spectrum UV 
light, in alternating dry and wet cycles, and 
elevated temperatures. Although there is no 
established direct correlation between hours 
exposure in a QUV tester and years of actual 
exterior sunlight exposure, QUV is an 
industry accepted method of predicting 
polymer performance throughout years of 
exterior exposure service. The photo shows 
two samples of ecoFINISH®’s 
aquaBRIGHTTM coating. The sample on 
the left was exposed to NSF/ANSI 61 
 

Testing & Accreditations

Accelerated UV Testing Slip Resistant Textured Coating 
Application (Coe�cient of Friction 
Lost Test)
Any aquatic area with high tra�c such as 
slide entrances, zero-entry and wading pools 
can safely have aquaBRIGHTTM and 
polyFIBRO applied to them. Our slip 
resistant application process for 
aquaBRIGHTTM and polyFIBRO® is an 
ideal for surfaces such as steps, benches, and 
beach entries to assist in the prevention of 
accidents at ingress or egress points in a 
pool. This is a special application process 
using same high quality tested materials, 
but just a di�erent application process. Be 
sure to contact your representative for more 
details. 
 


